


Arrange for your tiles to be delivered well ahead of time. • 
Check the tone or shade markings on all tile cartons to 
ensure that you have been supplied with tiles from the 
same batch. Open two or three cartons and inspect the 
tiles for correct colour and acceptable shade. Failure to 
ensure the latter may result in disappointment as fi xing of 
the product constitutes acceptance of the product.

During laying

As tiling commences make sure that the light in the room 
being tiled is a close as practically possible to the permanent 
lighting. 

Ensure the tiler mixes tiles from three or four different boxes 
so as to ensure proper blending of any colour variation that 
may exist. 

As the work progresses take the time to have periodic checks:

Ensure that the blend and effect is maintained.• 

No defective tiles are laid.• 

It is highly recommended that hidden areas (under • 
stoves, fridges, in pantries and cupboards) or detached 
areas (toilets and laundry fl oors) are tiled last so that 
if extra tiles are needed, batching will not be crucial.

It is essential that, if you have any doubts or • 
concerns as the job progresses, you stop the tiling 
and immediately contact your tile supplier before 
proceeding any further.

After laying

Cleaning is the next step of the installation process. Ensure that 
the tiler removes all waxes, grout and grout residues. In the 
production of ceramic tiles certain technical limitations will 
occur; these may manifest themselves in the form of minor 
marks and blemishes. The latter are generally considered to be 
a characteristic of the tile and not considered a defect. Under 
normal lighting conditions these characteristic marks may 

Care and maintenance

It is recommended that ceramic tiles should not be installed 
until all heavy construction has been completed.

It is vital to protect the tile to avoid construction related 
problems. During construction, dust debris will collect on the 
fl oor creating hazardous and slippery conditions. The dirt and 
debris may soil the grout as well as the tiles.

It is recommended that the tiles be covered to protect them 
from other trades.

Cementitious residues are always present on the tile surface 
although it may be invisible to the naked eye. The residue 
will absorb dirt thus giving an impression that the tiles are 
hard to clean. The latter must be removed using a proprietary 
grout remover.

Do not use abrasive cleaners and chemicals which could 
permanently scratch and damage the surface. Daily cleaning 
with a mild detergent is recommended. If more rigorous 
cleaning is required we recommend the use of a proprietary 
tile cleaner from a specialty tile supplier.

Daily cleaning 

Sweep or vacuum the fl oor of loose dirt.• 

Using a proprietary tile cleaner follow the • 
manufacturer’s instruction.

Remove the cleaning solution from the fl oor by using a • 
clean mop or vacuum.

Rinse with clean water.• 

Remove water from the fl oor.• 

Buff with a dry towel or mop.• 

not be noticeable. However, they may become obvious when 
highlighted by some forms of oblique lighting e.g. halogen 
and high illuminate white lights. All tiled surfaces should be 
viewed from a distance of 1.5m under non critical light.

Make sure your expectations have been met by inspecting • 
the fi nished job whilst the tiler is still on site.

Mosaic tiles

Due to the technical limitations in the manufacturing process, 
mosaic tiles are subject to greater shade variation than other 
ceramic tiles. Ensure that you are happy with the colour 
and shade variation before installing the tiles.Suppliers will 
generally credit the tiles at this point of time; however no 
claims can be made once the tiles have been installed.

Polished Porcelain tiles

Polished porcelain tiles are different to other ceramic tiles in 
that they are unglazed. It is therefore recommended that unless 
advised otherwise these tiles should be sealed.

Important note: Before sealing the tiles it is essential that 
all cementitious and wax residues are removed from the tiles. 
Failure to do so will result in these contaminants being trapped 
below the surface of the tile. It is recommended that the 
cleaning and sealing be done by the same contractor.           

Optical hazing: Whilst polished porcelain has a glossy surface, 
the latter does not mean it has the characteristics of a mirror 
and therefore will not perform as a mirror. As such it is subject 
to a natural phenomenon known as optical hazing presenting as 
a smoky haze when the surface of the tile is struck by oblique 
light sources. For example, early morning sun, halogen and 
white lights.

The effects of optical hazing can be minimised by careful 
design planning, such as, the use of curtains and blinds, and 
the careful placement of furniture.
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